












GPL B

Example: GPL−40−V

GPL Type Gripper, 40 Size, Viton Seals, No Side Mounting Pattern

A

GPL Ordering InformationGPL Ordering Information

- -

Size:

(5, 10, 40, 100, or 200)

Seals:

Blank = Buna−N

V = Viton (High Temp.)

Grippers

Sensing Kits Fail Safe Kits

AFSL -

Size:

40, 100 or 200

B-

Seals:

Blank = Buna−N

V = Viton (High Temp.)
AG−KIT - B-

Size:

(5, 10, 40, 100 or 200)

Sensor Type:
12mm HWO = Hardware Only for 12mm barrel prox. sensor **

6.5mm HWO = Hardware Only for 6.5mm barrel prox. sensor **

5.5mm HWO = Hardware Only for 5.5mm prox. sensor ***

DC SINK = DC Sinking Sensor

DC SOUR = DC Sourcing Sensor

AC NO = AC Normally Open Sensor

AC NC = AC Normally Closed Sensor

** for use on GPL−40, 100  and 200 only     *** for use on GPL−5 and GPL−10 only

Example: FSL−200

Fail Safe Kit, for a GPL−200, with Buna−N Seals

Example: G−KIT−200−DC SOUR

Sensor Kit for a GPL−200, with a DC Sourcing Sensor

C-

Side Mounting: 

Blank = Standard Mounting

SM = Side Mounting Pattern




