


















Tandem−XRAY−1250
Parallel Opening/Closing Type Gripper
2 Finger 2500N

Stroke −200:

Force, Each Jaw:

Max Pressure:

Stroke −100:
2500N (560 lb.)*
100mm (3.94˜)
200mm (7.87˜)

55.8kg (123 lb.)
44.4kg (98 lb.)

1,700 kPa (250 psi)

Weight−200:
Weight−350:

* at 690 kPa (100 psi)

Stroke −350:
Weight−100:

350mm (13.78˜)
39.9kg (88 lb.)

1,100 Nm (810 ft/lb.)

Jaw Torque Ma:
Jaw Torque Mb:
Jaw Torque Mc:

1,200 Nm (880 ft/lb.)
1,100 Nm (810 ft/lb.)

Jaw Force F1:
Jaw Force F2: 900 kg (2,000 lbs.)

1,340 kg (3,000 lbs.)



Tandem−XRAY−S−2200
Parallel Opening/Closing Type Gripper
2 Finger 4400N

1,240 Nm (912 ft/lb.)

Jaw Torque Ma:
Jaw Torque Mb:
Jaw Torque Mc:

1,400 Nm (1,030 ft/lb.)
1,300 Nm (952 ft/lb.)

Jaw Force F1:
Jaw Force F2: 1,452 kg (3,200 lbs.)

1,790 kg (4,000 lbs.)

Stroke −350:

Force, Each Jaw:
Stroke −200:

4400N (990 lb.)*
200mm (7.87˜)
350mm (13.78˜)

73kg (161 lb.)Weight−350:
Weight−200: 50kg (110 lb.)

Max Pressure: 1,700 kPa (250 psi)
* at 690 kPa (100 psi)



Ordering Information XRAY−1250:

StrokeForce, Each JawBrakeOrder Number

350mm (13.78˜)1250N (280lbs.)NoXRAY−1250−350

350mm (13.78˜)1250N (280lbs.)YesXRAY−1250−350−POB

200mm (7.87˜)1250N (280lbs.)YesXRAY−1250−200−POB

200mm (7.87˜)1250N (280lbs.)NoXRAY−1250−200

100mm (3.94˜)1250N (280lbs.)YesXRAY−1250−100−POB

100mm (3.94˜)1250N (280lbs.)NoXRAY−1250−100

Grippers

All 1250 Models18MM Prox. Holder OnlyX−KIT−1250−18MM

All 1250 Models12MM Prox. Holder OnlyX−KIT−1250−12MM

All 1250 Models6.5MM Prox. Holder OnlyX−KIT−1250−6.5MM

XRAY−1250−350−POBWeld Spatter CoversX−KIT−1250−350−POB−COV

XRAY−1250−200−POBWeld Spatter CoversX−KIT−1250−200−POB−COV

XRAY−1250−100−POBWeld Spatter CoversX−KIT−1250−100−POB−COV

XRAY−1250−350Weld Spatter CoversX−KIT−1250−350−COV

XRAY−1250−200Weld Spatter CoversX−KIT−1250−200−COV

XRAY−1250−100Weld Spatter CoversX−KIT−1250−100−COV

Applicable ModelsDescriptionOrder Number

Accessories

Ordering Information XRAY−1250−LBR:

StrokeForce, Each JawBrakeOrder Number

350mm (13.78˜)1250N (280lbs.)NoXRAY−1250−350−LBR

350mm (13.78˜)1250N (280lbs.)YesXRAY−1250−350−POB−LBR

200mm (7.87˜)1250N (280lbs.)YesXRAY−1250−200−POB−LBR

200mm (7.87˜)1250N (280lbs.)NoXRAY−1250−200−LBR

100mm (3.94˜)1250N (280lbs.)YesXRAY−1250−100−POB−LBR

100mm (3.94˜)1250N (280lbs.)NoXRAY−1250−100−LBR

Grippers

XRAY−1250−350−POBWeld Spatter CoversX−KIT−1250−350−POB−LBR−COV

XRAY−1250−200−POBWeld Spatter CoversX−KIT−1250−200−POB−LBR−COV

XRAY−1250−100−POBWeld Spatter CoversX−KIT−1250−100−POB−LBR−COV

XRAY−1250−350Weld Spatter CoversX−KIT−1250−350−LBR−COV

XRAY−1250−200Weld Spatter CoversX−KIT−1250−200−LBR−COV

XRAY−1250−100Weld Spatter CoversX−KIT−1250−100−LBR−COV

Applicable ModelsDescriptionOrder Number

Accessories



Ordering Information XRAY−S−2200:

StrokeForce, Each JawBrakeOrder Number

350mm (13.78˜)2200N (495lbs.)YesXRAY−S−2200−350−POB

350mm (13.78˜)2200N (495lbs.)NoXRAY−S−2200−350

200mm (7.87˜)2200N (495lbs.)YesXRAY−S−2200−200−POB

200mm (7.87˜)2200N (495lbs.)NoXRAY−S−2200−200

Grippers

Ordering Information Tandem Grippers:

350mm (13.78˜)4400N (990lbs.)Tandem−XRAY−S−2200−350

200mm (7.87˜)4400N (990lbs.)Tandem−XRAY−S−2200−200

350mm (13.78˜)2500N (560lbs)Tandem−XRAY−1250−350

200mm (7.87˜)2500N (560lbs)Tandem−XRAY−1250−200

100mm (3.94˜)2500N (560lbs)Tandem−XRAY−1250−100

StrokeForce, Each JawOrder Number

Grippers

All Tandem−1250 Models6.5MM Prox. Holder OnlyX−KIT−1250−6.5MM

All 1250 Models12MM Prox. Holder OnlyX−KIT−1250−12MM

All 1250 Models18MM Prox. Holder OnlyX−KIT−1250−18MM

Tandem−XRAY−S−2200−35012MM Prox. Holder OnlyXS−KIT−350−12MM

Tandem−XRAY−S−2200−20012MM Prox. Holder OnlyXS−KIT−200−12MM

Applicable ModelsDescriptionOrder Number

Accessories

All XRAY−S−2200 ModelsField Installable Fail SafeXS−KIT−POB

XRAY−S−2200−35012MM Prox. Holder OnlyXS−KIT−350−12MM

XRAY−S−2200−20012MM Prox. Holder OnlyXS−KIT−200−12MM

Applicable ModelsDescriptionOrder Number

Accessories



ZAYTRAN, Incorporated

41535 Schaden Rd. : PO Box 1660 : Elyria, Ohio 44036

Tel: 440−324−2814  Fax: 440−324−3552

www.grippers.com

Warranty And Disclaimer
Zaytran Inc. warrants that its products are free from defects in materials, 

workmanship and design. Warranty period extends for one year after purchase 
for normal use and service. In no instance is there any warranty of fitness for a 

particular application and Zaytran Inc. does not accept responsibility of any 
type for any of its products that have been subject to improper installation, 

application, negligence, tampering or abuse or which have been repaired or 
altered outside the Zaytran factory. Seals and o−rings are specifically exempt 
from the warranty. We make no other warranties and are not responsible for 

any damages resulting from use by any buyer or user. Our liability is limited to 
value of product sold or obligation to repair defective products.

Written permission must be obtained from Zaytran Inc., prior to returning any 
goods for warranty inspection purposes.

Zaytran Inc. reserves the right to change designs and specifications without 
notice. All data and dimensions in the catalog have been thoroughly checked 
for accuracy, however we cannot assume responsibility for possible errors or 

omissions.




